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Double Jersey €ight-lock Circular Knitting Machine for all Rib- and Interlock structures
Standard: 2 +2 tracks — Optional: 4 + 2 tracks

Hnitting Machines

Standard equipment:

Frome made of cast iron

Motor with inverter drive

Micrometrical stitch length adjustment at each feeder
Individual cam boxes per feeder with exchangeable cams
2 needle tracks in cylinder — 2 needle tracks in dial; exchange cams for Rib
Knitting head with lights

Ceramic yarn quides

Optional: Uniwave or Pulsonic oiler

Side creel with aluminium tubes

BECK machine computer with display

Positive yarn feeding system BPF from BECK

Circular

Optional equipment:

€xchange cams (knit, tuck, miss) and needles for up to 4 needle tracks in cylinder
Additional cams for following structures: Interlock, Thermal no. 1, 2, 3, 4, 5, Milano Rib, Double Face, Half cardigan
and all types of eight-lock structures

Kit for perfect elastomeric plating

Feeding devices for spandex yarn BER from BECH

Needle detector MNC from MEMMINGER

Positive yarn feeding system MPF-L or MPF-P from MEMMINGER
Motor drive for positive feeders MRA2 from MEMMINGER
Machine control system NAVIGATOR from MEMMINGER
Conversion kit for pearl terry
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